
 

Audio 
 

P.A. Main System 
 

2 Flown clusters composed by: 
12 L-Acoustics Kara II line array loudspeaker 

1 Flown central cluster composed by: 
03 L-Acoustics A10 Focus 
01 L-Acoustics A10 Wide 

1 Flown sub system composed by: 
08 L-Acoustics SB18 high performance subwoofer 18” 

All system are powered by L-Acoustics LA12X with LA Network Manager in Foh 

02 Shure Mxw2/Sm58 radio microphone wireless 

Dante (optical and cat6) tieline from foh to control room and stage 
Dante Avio converter for connect i/o analog in Dante network 

 
 

Video 
 

02 Barco UDM-4K22 laser UHD chip, 21.000 lumen, 4K 
02 Barco 2.8 - 4.5:1 lens 
01 Matrix HDMI 4 x 4, 4K, 60Hz (control room) 
01 Motorized roll-up screen 13,5 x 6 mt. 

 
 
 

Light 
 

24 Robe Esprite 650 watt led profile 
32 Robe LEDBeam 150 Fw wash zoom 
01 GrandMA3 NPU processing unit 
01 GrandMA2 
02 Luminex Gigacore 10 
01 Luminex Lumisplit 2.10 
Optical tieline from foh to control room 
*Stage plot attached 



LEGENDA 
 

IMPIANTO DI PROGETTO 

 

 

 

 
 

Faro motorizzato 650/950 W 

N. 25 

 
 

collegamento con 2xTrucon/CEE 

 

 

 
 

 
Faro a LED motorizzato 150 W 

N. 32 

 
 

collegamento con Powercon M/F 

 

 

 
 

 
Faro motorizzato 650/950 W 

N. 7 (solo predisposizione, 

esclusa fornitura e montaggio) 

 
 
 

collegamento con powercon/CEE 

 
Tx 

 

 
Identificazione del dettaglio tipologico del tratto di 

via cavo. Tx identifica le vie cavo posate in tubazioni. 

 

 
cavo dmx 5 poli M/F da 1 o 3 metri 

 
 
 
 

16A 

 

 

 

 
 
 

Presa interbloccata monofase da 16A. 

 
 

QE-LU 

 
 

= quadro luci delle americane. 

 
 

AM x 

 

 

Indicazione del numero della traversa americana per 

l'installazione dell'attrezzatura sopra al palco. 

 



 


